Windows XP Installation Instructions for Asante FriendlyNET 
AeroLAN AL1011-DP/AL1211-DP Wireless PCMCIA Card 



AeroLAN Installation Steps : 

1 . Insert the Asante FriendlyNET AeroLAN AL1 21 1 -DP card in the computer's 
PCMCIA slot. Windows XP will automatically detect new hardware and 
display the New Hardware Found screen. Select "Install from a list or Specific 
Location (Advanced)". Insert your Asante AL1000 Series AeroLAN Wireless 
CD in your CD-ROM drive. Click Next. 



Found New Hardware Wizard 



Welcome to the Found New 
Hardware Wizard 

This wizard helps you install software for: 
WLAN PCMCIA Card 



If your hardware came with an installation CD 
jjgP or floppy disk, insert it now. 



What do you want the wizard to do? 

O Install the software automatically (Recommended) 
(^hstall from a list or specific location (Advanced) 

Click Next to continue. 



< B.'ack 


Next > 




Cancel 



New Hardware Found screen 



Windows XP will display the following Windows Logo testing screen. Click 
Continue Anyway to install the Asante FriendlyNET AeroLAN XP driver. 



Found New Hardware Wizard 



Ple Hardware Installation 



The software you are installing for this hardware: 
Asante Friendl^MET AeroLAN Wireless PCMCIA Adapter 

has not passed Windows Logo testing to verify its compatibility 
with Windows XP. f T ell nne why this testing is important. ] 

Continuing your installation of this software may impair 
or destabilize the correct operation of your system 
either immediately or in the future. Microsoft strongly 
recommends that you stop this installation now and 
contact the hardware vendor for software that has 
passed Windows Logo testing. 



Continue Anyway 



STOP Installation 



Windows Logo testing screen 




< B.'ack 


Nent> 




Cancel 



Windows XP will automatically locate the AeroLAN XP driver on the CD and 
install the correct AeroLAN driver files. If Windows XP does not automatically 
find the AeroLAN XP driver on the CD you can specify the correct drive letter 
and path to your CD-ROM drive. 



Found New Hardware Wizard 



Please wait while the wizard installs the software. 




Asante FriendlyNET AeroLAN Wireless PCMCIA Adapter 



< B ack 


Next > 




Cancel 



Hardware Wizard copying files from Asante AeroLAN CD 



4. Installation is complete. Click Finish. 



Found New Hardware Wizard 



Completing the Found New 
Hardware Wizard 



The wizard has finished installing the software for: 



jigs Asante FriendlyNET AeroLAN Wireless PCMCIA 
tggi Adapter 



Click Finish to close the wizard. 



< B ack 



Finish 



1 



Cancel 



Configuring your Asante AeroLAN Wireless AL1011/1211-DP 
Ethernet adapter for Wireless communication 



NOTE: You can use the native Windows XP wireless configuration in place of the 
Asante Wireless Utility. The following configuration steps assume you are using 
the Asante Wireless Utility as your wireless setup. 



Configuration Steps : 

1 . To open the Asante Wireless Utility click on the red (A) or green (A) in the 
Notification area of the Windows XP Taskbar. A red (A) indicates there is no 
link to a wireless network. The green (A) indicates a link to a wireless 
network. 



3:20 AM 



2. The Asante AeroLAN Wireless Configuration Utility will open to the Status 
screen. 



Default - AeroLAN Wireless Configuration Utility 



Status | Configuration | Encryption) About | 
State: |Associated - 00:11:22:33:44:55 

Current Tx Rate: |11 Mbits/sec 



Current Channel: 6 



Disable Radio 



Throughput (bytes/sec): Tx: fo~ 



Link Quality: Excellent (1 00%) 



Signal Strength: Excellent (80%) 



Rescan 



Rx: [783~ 



□ K 



Cancel 



Apply 



3. To configure the AeroLAN wireless card, click on the Configuration tab. 



Default - AeroLAN Wireless Configuration Utility 



Status Configuration j Encryption] About ] 



Network Name: |ANY 



[Default 






|ANY 


M 




[Access Point 




Peer-to-Peer Channel: 


|n-d 






| Fully Automatic 





Defaults 



□ K 



Cancel 



Apply 



4. By default the Profile Name is "Default". The Network Name is "ANY". These 
setting typically allow you to connect to ANY wireless network without further 
modifications to the Configuration settings. If you have multiple wireless 
networks you can create a Profile Name with unique settings for each 
wireless network. You can change the wireless Network Name (SSID) to 
match your existing wireless network, and choose between the Network types 
of Access Point and Peer to Peer. You can also modify the Transmit Rate 
from Fully Automatic to a fixed speed when necessary. Click Apply to save 
changes. 



Wireless Router - AeroLAN Wireless Configuration Utility X 



Status Configuration j Encryption) About ] 



Transmit Rate: 



[Wireless Router 


* 




|FR1004AL 


M 




[Access Point 




Peer-to-Peer Channel: 


M 






| Fully Automatic 





□ K 



Cancel 



Defaults 



Apply 



5. Click on the Encryption tab. By default Encryption (WEP security) is 
disabled. To use WEP encryption you must also have WEP encryption 
installed on the other wireless Ethernet devices on your network. They must 
all use either 64-bit or 128-bit encryption. The WEP encryption keys must all 
match. You can use either hexadecimal or alphanumeric encryption keys. 
Click Apply to save changes. 

NOTE: Asante recommends that you do not enable WEP encryption on new 
802.11b wireless network installations until you have established that all wireless 
802.11b Ethernet devices are working without WEP encryption enabled. Once 
wireless network communication is working, then enable WEP encryption on all 
wireless Ethernet devices if wireless WEP encryption is desired. 



Wireless Router - AeroLAN Wireless Configuration Utility 



Status | Configuration Encryption | About ) 
Encryption (WEP security): 



C Create Keys Manually 
Alphanumeric 
C Hexadecimal 

Key1: | 
Key 2: | 



Disabled 




D isabled 


G4 bit 




128 bit h 



Key 3: | 
Key 4: | 

C Create Keys with Passphrase 
Passphrase: [ 



Use WEP Key: 



□ K 



Cancel 



Apply 



6. Click the About tab to view Asante driver and utility versions. The AeroLAN 
NIC firmware version and MAC address are also listed. Click OK to close the 
Asante AeroLAN Utility. 



Wireless Router - AeroLAN Wireless Configuration Utility 



Status) Configuration | Encryption [.^^ijj 
Asante Technologies, Inc. 
FriendlyNET AEROLAN Wireless Adapter 
Copyright 2001 Asante Technologies, Inc. 
■ Network Driver 



| Version: 1.07.37 



-Configuration Utility - 
Version: 1.07.37 



NIC Firmware — 
Version: 1.03.0G.00 



Date: 



Mar 15 2002 



Date: 



Mar 15 2002 



Address: 00. 00. 94. CF. 25. El 3 



□ K 



Cancel 



Apply 



Configuration of the Asante AeroLAN card is now complete! 

NOTE: Additional configuration of Windows XP may be necessary to use the 
Asante AeroLAN card for File Sharing and Internet access. 



